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220-240  V

15-17

5-630334
30330

30306
30304

30322
30314

20-22

10-12
6-7

26-28 DIN A4
70g/m2

SAFETY INSTRUCTIONS
- Do not use in the vicinity of inflammable liquids or gases.
- Do not use in the vicinity of corrosion materials.
- Do not expose to the wet.
- Power supply must be accessible all the times.
- Disconnect power supply cord before servicing.
- Unit protection against short circuit relies on the building
- installation (max. 20A)
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d = 1mm 
e = 4,7mm

< 70 dB (A)

6 - 7 5 - 6

30314 30322 30330 30334

d = 3,9mm 
e = 40mm

d = 2mm 
e = 15mm

d = 0,8mm 
e = 12mm

15 - 17 10 - 12

a = 780mm 
b = 459mm
c = 383mm

a = 780mm 
b = 459mm
c = 383mm

a = 780mm 
b = 459mm
c = 383mm

a = 780mm 
b = 459mm
c = 383mm

= 35kg = 35kg = 35kg = 35kg 

DIN 32757
S3 

DIN 32757
S4

DIN 32757
S5

220 - 240 V
100 - 120 V 

DIN 32757
"S6"

30304 30306

a = 780mm 
b = 459mm
c = 383mm

d = 3,9mm d = 5,8mm 

220 - 240 V
100 - 120 V 

< 70 dB (A)

20 - 22 26 - 28

= 35kg 
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c = 35kg 

a = 780mm 
b = 459mm
c = 383mm

DIN 32757
S2 

DIN 32757
S2 
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